CHALK VARNISH
Indoor - outdoor. Matt

Product Code: 091 0301

Description
Water-based colourless and odourless matt varnish. It improves the resistance of the surfaces coated with TITAN Chalk Paint
colours and alike. Transparent. Non-yellowing. Water-resistant once dry. Suitable as and adhesive and as final varnish for paper
techniques, such as scrapbooking and découpage, which are widely used in shabby chic style. Neutral PH.

Fields of Application
On any surface coated with TITAN Chalk Paint. It protects and waterproofs. Suitably thinned, it is an excellent pore sealer for
absorbent surfaces, such as wood, plaster, clay etc. It improves paint adhesion.

Technical Data
Finish

Matt

Density (UNE EN ISO 2811-1)

1.03 - 1.05 Kg/l

Drying at 23ºC 60 % RH (UNE 48301)

20 - 30 minutes

Methods of Application

Brush and flat brush

Thinner

Water

Equipment Cleaning

Water

Application Temperature, RH<80%

+10ºC - +30ºC. Do not apply if rain is foreseen in the hours following
application.

Pack sizes

750 ml and 250 ml

Directions for use
GENERAL REMARKS:
Carefully stir the product in the can. Apply by thin coats.
Porous surfaces: they have to be degreased, clean and dry.
Painted surfaces: they have to be thoroughly dry.
Before the final varnishing, previous tests are recommended.

Precautions
Always read the pack label before use. For more information, please refer to the Safety Data Sheet.
Protect the packs from temperatures below 0ºC
Issue date: 2016-07
Any technical sheet is automatically cancelled by a subsequent sheet or five years after the issue date. We guarantee
the quality of our products. However, we disclaim any liability in relation to factors other than the coating itself or in
relation to an unsuitable use or application method. In case of doubt, please refer to our technical service before
applying the products.
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